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field Daten-Typ Beschreibung
adr boolean Wird ADR]] genutzt
applicationName|string Die interne ID der Application in welcher der Sensor angelegt ist
channel double Verwendete [LoRaWAN Frequenz
, Wurde der Empfang der Nachricht durch das Gateway an den Sender
confirmed boolean v
bestatigt? Generelles Konzept
, base64 enkodierte binare Daten - rohe Daten des Sensors bevor sie
data string .
dekodiert wurden
devEui string 64 bit Kennung des Endgerats
deviceName
dr
gatewayld
rssi
snr
From: -
https://wiki.olab.de/ - HSRW EOLab Wiki O 2 4 0

Tk

K
Permanent link: -.-'.il‘-li;.-f o ‘
https://wiki.eolab.de/doku.php?id=eolab:dieter:sensoren:typ:lorawan&rev=1729064589 e :i'_'.
Last update: 2024/10/16 09:43 [m] e Bl

HSRW EOLab Wiki - https://wiki.eolab.de/


https://www.thethingsnetwork.org/docs/lorawan/adaptive-data-rate/
https://www.thethingsnetwork.org/docs/lorawan/architecture/#application-server
https://www.thethingsnetwork.org/docs/lorawan/frequency-plans/#eu863-870
https://www.thethingsindustries.com/docs/devices/concepts/confirmed-uplinks-behavior/
https://www.thethingsnetwork.org/docs/lorawan/addressing/
https://wiki.eolab.de/
https://wiki.eolab.de/doku.php?id=eolab:dieter:sensoren:typ:lorawan&rev=1729064589

	Technische LoRaWAN Daten

