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This public page user:simon@01. txt, as stated by it's name, can be read by anyone but only
you can edit it (or a superuser)...

e You can introduce yourself, add links to your contributions in this wiki, tell a story or present
your other works
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e Think about wnetiquette
Limitations:

e You shouldn't create any other page in that namespace user:simon@01
e Only a superuser can add a picture

Feel free to remove this paragraph (beside the title)...

o0
Now, write something! D

Main devices used
e Arduino MKR Wifi 1010

[x]
¢ Arduino MKR ENV Shield

(=]

e Capacitive Soil Moisture Sensor

=]
e OLED Display 1,3 Zoll

(=]

e LiPo Akku Lithium-lon Polymer Batterie

(]

Devices used Function

module which is used for exporting and controlling all the

Arduino MKR Wifi 1010 gathered information

Arduino MKR ENV Shield able to plot several environmental entities

sensor monitoring the water content in the soil and provides

Capacitive Soil Moisture Sensor this information to the ...

OLED Display 1,3 Zoll displays the ... gained by the measurement devices

LiPo Akku Lithium-lon Polymer
Batterie

provides energy for the controller as well as the sensors
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time M(_)isture :I'e:nperature Pressure Humidity!"umi"ace uv M(_)isture
With in °c in hPa in Lux Index Without
(2)2:2009-:008?;3(:0EST >0,00 on on on on
08.00:05 CEsT 50,00 on on on on
33:2009-:0083:3COEST 50,00 on on on on
32:2009-:008?;3(:0EST 49,00 on on on on
(2)3:2009-:0083;3C0EST 2000 on on on on
08.00:05 CEsT 49,00 on on on on
(ZJg:ZOOS;:OOS3_3COEST 49,00 on on on on
(2)2:2009-:008?;3COEST 49,00 on on on on
08.00:05 CEsT 49,00 on on on on
33:2009_:0083:3COEST 49,00 on on on on
Sg:zooézoog?ioEST 49,00 on on on on

]

Figure 3 Schematic of the connections between ESP32 and the modules and parts.
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